Rugtek

Instructions of Setting Integration Tool

It is a collection of thermal printer’s setting functions, including setting serial port,
Ethernet port, language and program update ect. It’s powerful and easy to use.

I. Connect the Printer

Double-click the tool “PrinterTool.exe”, and then it’ll show as below:

4 RongtaPrinterTool v1.0 =

Communication with printer

UsB

@) Port: [com1: X

Config Port

() Printer Driver; 80mm Series Printer

Set Printer Download

As shown above, there are three ways to connect to the printer.

1. Connect the printer via USB
Please click USB option if the printer is connected by USB port. Then you
can proceed to “set printer” or “download”. (You can click USB option if the

printer is connected by USB port. Or the option is gray and can’t be chosen. )

2. Connect the printer via port

Communication with printer

LISB

(@) Port:

Config Port

() Printer Driver: 80mm Series Printer

Set Printer Download
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Connect the printer after “Config Port” via serial port, Ethernet port or parallel
port, then proceed to “set printer” or “download”.

a. Setup port if choose serial port.

COM1 Properties ? BRI
i Paort Settings |
Bits per second: |152‘D|] Vi
Data bits: ES vi
Parity: !_None v%
Stop bits: i1 vi
Flow control: |-Nnne VE
Fiestore Defaults
| ok || Coacel || My |

b. Setup IP if choose Ethernet port, then connect the printer.

c. Choose parallel

Ethernet

P 192 . 168 . 1 . 87

OK Exit
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3. Connect printer via common driver (You need to choose and setup

corresponding Port of the driver), then proceed to “set printer” or “download”.

I1. “Download” function in the main interface.

Click “download”, then it’ll show as below

I Program . Logo

Select A Printer Firmware:

I | Select Firmware

Update

1. Update program. Click “open files”, select path of
corresponding firmware, click “update”, and then update

program.

2. It’s available to add a picture. Select “logo”, clicks “add”, chooses corresponding

path, then add a logo to the printer.

mProgram Logo

Loga List

Download

II1. Main platform “Set Printer” function
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o RongtaPrinterTool v1.0 _ X
Communication with printer
USE
(") Port; COM1:
Config Port
(®) Printer Driver: | 8omm Series Printer v
Set Printer ‘ ‘ Download

When click the “Set Printer” of the main platform, then it will show as below:

Base | Ethemet | Wi | BlackMark | RPP | HeartTime | 2D Barcods | Serial | Search Printer | ¢ * |
CodePage: | CHINESE v/
Baud Rate: | 19200 v Parity: |_hm.=_~—vl
Character:  Font-A v [(JBuzzer ~ [JDrawer  [Cutter
Density: Normal v| [ | Buzzer After Print
CHSfLine: |48 vl [ Auto Reprint The Last Receipt
| et |
| Self Test |

There are 10 platforms.
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3.1 “Basic setting”
User can set the printer codepage, baud rate, character, density, cash draw and

cutter, and precede the update by printing Self Test page.

”EESE_;-Eihemet j:"Wiﬁ -:-Bladdﬂark_g RPP E_|-|4.=.E.|rt'l'|me E_Z‘D Barcode-:-SeriaI l Search Pr|r1ter|‘_‘l_’

Code Page: ICHIF\leSE v.

Baud Rate: :1920_0 V__: Parity: i_-l-';lone v__:

Character:  |Font-A v : [ Buzzer [ orawer [ cutter

Density: iﬂormal VJ [ ] Buzzer After Print

CHS Line: a8 J [ Auto Reprint The Last Receipt

|_ Set J

| Self Test i

Note: if uesr choose serial interface for printing, the user need to be back to

the main platform to reconfigurate the baud rate for printing self test page.

3.2 “Ethernet”

1. Set the IP address of the printer, change to "192.168.1.87", and set up
the communication port.

2. Set the subnet mask of the printer, change to "255.255.255.0.

3. Set the printer gateway to "192.168.1.1".

4. Set the printer function of DHCP, the DHCP default printer is closed, if
you need to open, let the printer automatically obtain an IP address.

5. Set the MAC address, and the network transmission rate of setting.
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.Setting
Base | Ethernet | wif | BlackMark | RPP | Heart Time | 20 Barcode | Serial | Search Printer | ¢ |
C DHCP
P 92 .168 . 1 . 87 pot [-sm:n:l | Set
Sub Mask: 255 . 255 . 255 . O
Gﬂtﬁ'ﬂraf: 182 168 . 1 1
DHCP:
we F F F F F F =
Duplex Mode: | 100Mbps Full Duplex - | set |

&

Note: If the printer connection is either “Ethernet” or “IP of printer drivers”

before setting website, the IP is changed. At that time, the printer and the tool

has been disconnected. Resetting IP of the tool is needed for the connection.

Other connection ways are unaffected.

3.3 “WIFI”

If the printer is equipped with Wifi function, setting Wifi technical parameter is

required.

A. Input the SSID (Wifi name) and the relative pattern.

B. Input the Wifi encryption type and Wifi PSK key. E.g. : edit the data as
following SSID: rdhz, encryption type: WPA-PSK, and input the PSK key.

Click “SET”.

print self test page to check the parameter with Router’s. If it is correct, please

After clicking “SET” , the printer will print the set Wifi parameter. Please

be patient for connection between the printer and Wifi within one minute. If

not, repeat the above steps for resetting parameter.
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Base |Ethernet| Wifi | BlackMark | RPP | HeartTime | 20 Barcode | Serial | Search Printer |+ |* |

ssD:  [ithe Mode:  STA v

() OPEN(No Keys)

(@) WPA-PSK/WPA2-PSK

Type: WPAPSK v
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3.4 “Black mark” =T 1
X
2
|Base | Ethernet | wifi | BlackMark |RPP | Heg P20 Barcode | Serial | Search Printer | 4] * |
3
|__ Enabl® Disable

Black Mark Length: 300 mm | oset |

Black Mark Width: [10 -

Print After Black Mark: |0 m |  sat |

Cut After Black Mark: o m | ’

|
; . 4
. Mext Black Mark | | Mext Cu |

1.Click “Enable” to open black mark, printer will alarm one “di” if successful.
2.After that, please turn off printer, and turn on, only that, you can set black mark
parameters.

3.Set printing position, for example, input 10mm, printer will print in 10mm position

after black mark. After input, click “set”, printer will alarm one “di” if successful.

4.Set black mark width , longer than real black mark width, if the real is 10mm,

you can set 20mm. After input, click “set”, printer don’t alarm if successful.

5.Set black mark length , the distance between two black marks , longer than real
black mark length. If the real is 200mm, you can set 400mm. After input, click “set”,

printer will alarm one “di” if successful.

6.Set cutting position, for example, input 10mm, printer will cut in 10mm position

after black mark. After input, click “set”, printer will alarm one “di” if successful.
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3.5 “Portable” printer baud rate, density ect.

|Base |Ethernet | Wifi | BlackMark | RFF | HeartTime | 2D Barcode | Serial | Search Printer |+

Baud Rate: Code Page: | UNICODE v

Density: Font: B9=24 v/ CHSﬂ-iﬂE'-iCR(UxDD} v

Idle Time: Off Time: I0 5
Set
Max Feed: I200 mm Page Len: IZﬁU i

Device Name: |RPP200 Pin: [pooo set |
IW Serial: Illlﬂ

3.6 Mechanism heating time
Input the heating time what you need, and then click “set”. After setting, printing

out the self test page, to check if the heating time is the same to the time you set.

(Base |Ethernet | Wif | BlackMark | RPP | HeartTime | 20 Barcode | Serial | Search Printer |+ * |

Heat Time: |300| us Set
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3.7 “QR CODE”

This is a function which can set “allow not allow printing our QR code”, after

setting, printing out the self test page to check if the printer can print out the QR code.

|Base | Ethernet | Wifi | BlackMark | RPP | Heart Time | 2D Barcode | Serial | Search Printer |+ |

Set Type:

3.8 “Serial port settings”
= -

\Base | Ethemet | wifi | Blackark [RPP | Heart Tame | 20 Barcode | Seridl | SearchPrnter [ ¢ 12

Mumber of databits: |8 bis =
Parity: [None 3
CHS fline: | 1bit -
Hand shake: |XONMOFF -
| = )
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Notice : After serial port setting, the parameter is changed. You need to go back
to main page to reset the parameter.

3.9 Search Printer

a. Connected internet cable, select network port, set IP addresses corresponding.
- i

RongtaPrinterTool v1.0

= O i
Communication with printer
USE
(@) Port: !Ethemet L
| Config Port
() Prirter Ethernet X
P | 192 . 168 1 87 |
| oK Jill

Select “search printer” success find the printer, will show MAC address, IP

address corresponding, select printer, and then execute related configuration or
operation.

‘Base | Ethemet | Wi

SacMark RPP | HesrtTime | 2DBarcode | Seal | Sesch Priier |«

168-1-87-18-52-86 192 168. 1.87 255.255.255.0 152.168.1.1

MNotice: After searched printers, please select the printer before other operation.

Local IP Address: 127.0.0.1

I ——
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3.10 BIGS (only used for Traditional Chinese language printing at

Taiwan)

Ethernet | Wifi | BlackMark | RFP | Heart Time | 20 Barcode | Serial | Search Printer | BIGS |+ |»

Emualtion Mode: |EPSON ESC/POS v

Language: iCHnese GE18030 |

Speed: | 160mm/s

Barcode Wide: | 1:3 {Mew)

Paper Width:

Auto Reprint Mode:

www.Rugtek.com 12



